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- Class150,7300 Stainless Steel Floating Ball Design, Reduced Bore, 1-piece body, End Entry

Nominal |ineh

D ‘ Design Specifications
Wall thickness BS 5351 Class 150/300
]O Cryogenic valve citation standard MESC
Face to face dimensions ASME B16.10 Class 150/300
— End connection dimensions ASME B16.5 Class 150/300
Materials
4 N Name of parts Materials
IRE Body A351 Gr. CF8M
1 Insert A276 Type 316 or A479 Type 316 or A351 Gr. CF8M
Bonnet A276 Type 316 or A479 Type 316 + A312 TP 316
Stem A564 Type630
Ball A276 Type 316 or A351 Gr. CF8M
Seat spring A167 Type 304 (size 3 and over)
Gland packing Flexible graphite cored PTFE braided
H packing + Flexible graphite packing or PTFE
braided packing + Flexible graphite packing.
Gasket Flexible graphite spiral wound.
PTFE + Flexible graphite
Ball seat PCTFE / Hypatite PTFE
Bonnet bolt A320 Gr.B8M
Bonnet nut A194 Gr.8M
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@®Pressure-Temperature Rating
150UTALM V2~1 150UTALM 11%2~3 150UTALM4 G-150UTALM6 G-150UTALM8 G-150UTALM10
300UTALM Ve~1 300UTALM 1V2~3 300UTALM4 G-300UTALMSE G-300UTALM8 G-300UTALM10
7.84 7.84 7.84 7.84
o anea L L |
5.88 %‘i—ﬁg/ \ 5.88 M& 5.8 ﬁ‘ﬁ 5.88 lass 300 body ratin
© © 1 a0 50 © ¥ @0}511) ©
o 49 o 49 Q49 Q49
?E 29 " ctass 300 body ratin ?E 29 b\ Class 300 ﬁ ratin; i 29 b\ Class 30 budz ratin}\ g oo 0. %
2 (150, 3.55) 2 (150, 3.5) 2 2
8 294 8 294 $ 294 (150,875 $ 294 Seatrating
1.96 SR RPN RPN as0.2.17)
. Class 150 body rating] || am Class 150 body rating] || . Class 150 body rating] | . Class 150 Hody rating. |
0 0 0 0
—-196  —100 0 100 150 200 -19%  —100 0 100 150 200 —196  —100 0 100 150 200 19 -100 0 100 150 200
Temperature C Temperature C Temperature C Temperature T

Size mm

L 108 117 127 165 178 - 203 229 - 267 292 330
H 312 314 | 2765 | 405 421 - 532 548 - 658 | 712.5 | 836.5
D 140 140 160 180 230 - 400 400 - 400 400 500

Nominal |ineh

Size mm

L 140 152 165 190 216 - 283 305 - 403 419 457
H 312 314 268 405 421 = 532 548 - 711 | 7455 | 836.5
D 140 140 160 180 230 = 400 400 - 500 500 500

*Size 6 and over gear operated
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Class150,7300 Cast Carbon Steel Floating Ball Design, Reduced Bore, 1-piece body, End Entry
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Gear
@®Pressure-Temperature Rating (Seat rating)
150TDUBYDM Vs~ 1 150TDUBYDM1%~3 150TDUBYDMA. 6 G-150TDUBYDNE  G-150TDUBYDMB. 10
300TDUBYDM Y2~ 1 300TDUBYDM1'%~3 300TDUBYDMA. 6 G-300TDUBYDNB G-300TDUBYDNMB. 10
7.84 7.84 7.84 7.84
6. B 6 5.8 6.88 ‘ 68 ‘
ol \seatratng Seat rating. | oiase 390 bodymtine. | ciass 300 booylrating
. & Y 588 (100, 5.30) . & X (70,5.11) o 5 I’
o 490% Q 490X a 49 o 490
= = = N seat ti =
© 5| \Class 300 body rating \(150. 3.5 LS A&MM& 150,35 2 3% == 23 {0,399
g 2.94 % 2.94 g 2.94 {50 275) g 2.94 7\%
o o a [ (150, 2.11)
1.96 196 1.9 1.96
) " Glass 150 body fating —— 05 R\ Giass 150 body (ating—— 058 ®\Glass 150 body lating —— 058 "\ Glass 150 body fating———
—:’: . —:‘,— : _:F_ . —:’:
-6 0 50 100 150 200 -6 0 50 100 150 200 46 0 50 100 150 200 -6 0 50 100 150 200
Temperature C Temperature T Temperature C Temperature C

Nominal |ineh

Size mm
L 108 17 127 165 178 - 203 229 - 267 292 330 - - - - - -
H 212 | 2145 | 1725 282 291 - 386 402 - 483.5 | 558 615 - - - - - -
D 140 140 160 180 230 - 400 400 - 300 300 400 - - - - - -
®) a 4 b 8 0 4 B 8 0 4
e 0 40 0 b 80 00 0 00 0 00 0 400 450 00 600
L 140 152 165 190 216 - 283 305 - 403 419 457 - - - - - -
H 212 | 2145 | 1815 282 291 - 386 402 - 4835 | 558 615 - - - - - -
D 140 140 160 180 230 - 400 400 - 300 300 400 - - - - - -

* Size 6 and over gear operated.




